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WORLDWIDE HEADQUARTERS
HONG KONG

GPI INTERNATIONAL LIMITED
Gold Peak Building, 8/F., 30 Kwai Wing Road,
Kwai Chung, N.T., Hong Kong

Tel: (852) 2484 3333  Fax: (852) 2480 5912
E-mail address: gpii@goldpeak.com

Website: http://www.gpbatteries.com.hk

Comparison of Different Battery Types

Battery Lead
Types Acid  Ni-Cd Ni-MH GP1850M80 GP1865M110 GP776285M284 SALES & MARKETING BRANCH OFFICES
Safety good good good good good excellent GP BATTERY MARKETING (SINGAPORE) PTE. LIMITED S u pe r H I g h Powe r
A A . ¢ ¢ | 97 Pioneer Road, Singapore 639579
Nominal Tel: (65) 6559 9760 Fax: (65) 6559 9761
L. s Lithium Manganese
: : GP BATTERY MARKETING (MALAYSIA) SDN. BHD.
Gravimetric Lot 8, Jalan Pemberita U1/49,
Energy Temasya Industrial Park, -
Density . 40150 Shah Alam, Selangor Darul Ehsan, Malaysia B att e rl eS
Tel: (60) 3 5569 3499 Fax: (60) 3 5569 3498
(Wh/kg)
AL ——— THAILAND = -
Volumetric ] GP BATTERY MARKETING (THAILAND) CO., LTD. L -‘\ e : . \
Energy é 102 Soi Sukhumvit 26, Sukhumvit Road, S -...‘\ \_".‘ ‘ . . “ “%'
4 - £ Klongton, Klongtoey, |
Density 120 100-200 [ Bangkok 10110 Thailand — / :
(Wh/l) % Tel: (66) 2 661 3688 Fax: (66) 2 661 3602 -
- 5 TAIWAN
Cycle Life 300-500 é GOLD PEAK INDUSTRIES (TAIWAN) LIMITED — TAIPEI OFFICE
. £ 8/F, No.205 Sec.1, Fu Xing South Road,
Operatlf)n -20~60 -20~60 a Taipei 10666, Taiwan, R.O.C. .
Temp. (C) 2 Tel: (886) 2 2772 9998 Fax: (886) 2 2731 4868/2741 0192 l
Memor 8 CHINA
Effect y Yes No HUIZHOU CHAO BA BATTERY TECHNOLOGY CO., LTD
2/F., South of Hongye Industrial Building,
Se”_ Tianluo Mountain, 14th Industrial District,
A Huizhou City, Guangdong, China
discharge <10 (Postal Code: 516003)
(%/month) Tel: (86) 752 282 8428 Fax: (86) 752 280 2872
AN~ HONG KONG
Environ ) . ) GP BATTERY MARKETING (H.K.) LIMITED
mental Serious  Serious Medium Gold Peak Building, 8/F, 30 Kwai Wing Road,
Impact Kwai Chung, N.T., Hong Kong
Tel: (852) 2420 0281 Fax: (852) 2494 9349
Flexible
KOREA
Form GP BATTERY MARKETING (KOREA) LIMITED
Factor Kunsul Hoekwan Building, 9/F., 71-2 Non Hyun-Dong,
Kang Nam-Gu, Seoul, South Korea i
Tel: (82) 2 549 7188/9, 2 516 3936/7 .

Fax: (82) 2 514 0623, 2 516 0621

U.S.A.

GOLD PEAK INDUSTRIES (NORTH AMERICA) INC.
11235 West Bernardo Court, San Diego,

CA 92127-1638, U.S.A.

Tel: (1) 858 674 6099 Fax: (1) 858 674 6496/674 5883

CANADA

GP BATTERY MARKETING INC.

Unit 7, 7780 Woodbine Avenue, Markham,
Ontario, Canada L3R 2N7

Tel: (1) 905 474 9507 Fax: (1) 905 474 9452

LATIN AMERICA

GP BATTERY MARKETING (LATIN AMERICA) INC.
8370 NW, 66th Street, Miami, Florida 33166, U.S.A.
Tel: (1) 305 471 7717 Fax: (1) 305 471 7718

EUROPE

GP BATTERIES EUROPE B.V.

Kortijzer 4, 5721 VE Asten,

The Netherlands

Tel: (31) 493 681030 Fax: (31) 493 681039
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GERMANY
GP BATTERY MARKETING (GERMANY) GMBH
Distributed b : Schiessstrasse 68,
y D-40549 Dusseldorf, Germany
Tel: (49) 211 522 954 0 Fax: (49) 211 522 954 54

POLAND

GP BATTERY (POLAND) SP. Z.0.0.

ul. Slowicza 19, PL-02170 Warsaw, Poland
Tel: (48) 22 868 0490 Fax: (48) 22 846 7535

UK.

GP BATTERIES (U.K\) LIMITED

Summerfield Avenue, Chelston Business Park,
Wellington, Somerset, TA21 9JF, United Kingdom

Tel: (44) 1 823 660 044 Fax: (44) 1 823 665 595

ITALY

GP BATTERY MARKETING ITALY S.R.L.
Via. Alessandro Volta 3,

20094 Assago (Mi), Italy

Tel: (39) 02 488 2512 Fax: (39) 02 488 2865

SCANDINAVIA

GPBM NORDIC AB

Grimboasen 5, SE-417 49, Goteborg, Sweden
Tel: (46) 31 558 600 Fax: (46) 31 556 813




Super High Power
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" Lion Battery

GP Batteries
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Lithium
Manganese
Batteries

Batteries for power tools compete on
performance, reliability, weight and safety.
The majority of the tier-1 manufacturers are
rapidly recognizing the edge Lithium batteries
have over NiCd and other battery formulas,
and there’s a powerful trend towards
choosing them.

By incorporating lithium manganese oxide
(LiMn204) as cathode material, GP’s Super
High Power Li-Polymer and Li-lon batteries
outperform batteries of other chemistries

in terms of energy density, high drain
performance and cycle life. With lower internal
resistance and hence higher load capability,
they offer an optimum discharge rate and
stable operating voltage to activate power-
draining tools and maximize performance.
They are more compact, weigh less and can
be customized to fit all types of power tools,
eBikes, electric vehicles and portable battery-
driven devices.

Always at the forefront of battery technology™ )i
and development, GP Batteries offers the 4
unique industrial grade Li-Polymer products

that have the best performance among all
available LiMn204 batteries. GP Batteries,

your dependable source of power.

Major Features

Super high power

High nominal voltage 3.8V
Flat discharge profile

with high mid point voltage
Low internal resistance
Low self-discharge rate
Flexible form factor

Major Benefits

High standard of safety
High energy density
Long cycle life

No memory effect
Environmentally friendly

Major Applications

Power Tools, Gardening Tools,
eBike and other E-mobility,
UPS and Medical Applications.




Super High Power Super High Power
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Cycle Life Performance of GP18650
Power Tool Cell at RT
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Product Characteristics | Product Characteristics
Model : GP776285M284 : Model : GP1850M80 GP1865M110
Voltage : 3.8V I Voltage : 3.8V 3.8V
Capacity : 2840 mAh : Capacity : 800mAh 1100mAh
Weight : 80.4 grams [ Weight : 31 grams 44 grams
Dimension : 7.7 X 62 x 86 (mMm) : Dimension : 18.3 x 50.0 (mm) 18.3 x 65.5 (mm)
Resistance : <10mQ \ Resistance : <40mQ < 35mQ
Discharge Rate : 8.4A (Nominal)/28A (Continuous)/168A (Burst) : Discharge Rate : 8A (Nominal)/16A (Burst) 11A (Nominal)/22A (Burst)
Cycle Life : ~1000 cycles (1C/3C @70%) [ Cycle Life : ~ 500 cycles (1C/1C) ~ 500 cycles (1C/1C)
Material : LiMn204 (Lithium Manganese Oxide) : Material : LiMn204 (Lithium Manganese Oxide) LiMn204 (Lithium Manganese Oxide)
Over-Charge : Sustains up to 10V at single cell level [ Over-Charge : Sustains up to 15V at single cell level Sustains up to 15V at single cell level
[
[
Performance Characteristics | Performance Characteristics
[
|
Various C Rate Charging Curve Discharge Curve at Room Temperature ! ; ioti Discharging Characteristics
1C Charge / 3C Discharge Cycle life test (25+3°C) (Voltage vs Time, Various C-rate Discharge Curve at 25°C ‘ Charging Characteristics ard
Various C rate discharging curve (25+3°C) |
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Configurations
Li-Polymer Batte

Configuration Code Drawing (mm) Voltage (V)
1S1P 3.8v
2S1P 7.6V
3S1P 11.4V
4S1P 15.2V
5S1P 19.0V
6S1P 22.8V
7S1P 26.6V

* Apart from the standard items shown above, customised configurations are also available upon request.

3D View Voltage (V)
1S1P —e s 3.8V
— T N
152/
2S1P 7.6V
3S1P 11.4V
481P 15.2V
5S1P 19.0V
7S1P 26.6V
10S1P-C 38.0v
10S1P-D 38.0V

465

* Apart from the standard items shown above, customised configurations are also available upon request.



